Typical Details

Page 2: Panel Base Detail
Page 3: Horizontal Panel Joint Detail
Page 4: Vertical Panel Joint Detail
Page 5: Outside Corner Detail
Page 6: Inside Corner Detail
Page 7: Butt Joint Detail
Page 8: Window Sill Detail
Page 9: Window Head Detail
Page 10: Window Jamb Detail
Page 11: Coping Panel Detail
NOTES:

1. PANEL VERTICAL AND HORIZONTAL JOINT SPACING SHOULD BE 3/8" TYPICAL.
Typical Horizontal Panel Joint Detail

NOTES:

1. PANEL VERTICAL AND HORIZONTAL JOINT SPACING SHOULD BE 3/8" TYPICAL.

UV BARRIER (BY OTHERS)
5/16" (8MM) FIBER CEMENT PANEL
1" VERT HAT OR Z CHANNEL, SPACING PER PANEL FASTENERS
RIVET (TYP)
OFFSET BREAK IN HAT OR Z CHANNEL FROM EACH HORIZ PANEL JOINT. MINIMUM 3/4" GAP BETWEEN MEMBERS

INSULATION W/ HORIZ Z-CHANNEL (BY OTHERS)
SHEATHING (BY OTHERS)
VAPOR BARRIER (BY OTHERS)

Scale: 6" = 1'-0"
Typical Vertical Panel Joint Detail

NOTE:

PANEL VERTICAL AND HORIZONTAL JOINT SPACING SHOULD BE 3/8" TYPICAL.

1. PANEL VERTICAL AND HORIZONTAL JOINT SPACING SHOULD BE 3/8" TYPICAL.
NOTES:

1. PANEL VERTICAL AND HORIZONTAL JOINT SPACING SHOULD BE 3/8" TYPICAL.
NOTES:

1. PANEL VERTICAL AND HORIZONTAL JOINT SPACING SHOULD BE 3/8" TYPICAL.

0 1" 2" 3" 4" 5" 6" 1"

SCALE: 6" = 1' - 0"

1. PANEL VERTICAL AND HORIZONTAL JOINT SPACING SHOULD BE 3/8" TYPICAL.
NOTES:
1. PANEL VERTICAL AND HORIZONTAL JOINT SPACING SHOULD BE 3/8" TYPICAL.
NOTES:

1. PANEL VERTICAL AND HORIZONTAL JOINT SPACING SHOULD BE 3/8" TYPICAL.
NOTES:

1. PANEL VERTICAL AND HORIZONTAL JOINT SPACING SHOULD BE 3/8" TYPICAL.
NOTES:
1. PANEL VERTICAL AND HORIZONTAL JOINT SPACING SHOULD BE 3/8" TYPICAL.
Note: Coordinate parapet/coping details with the flashing or roofing installer.

1. PANEL VERTICAL AND HORIZONTAL JOINT SPACING SHOULD BE 3/8" TYPICAL.